


DTS Europe Needs a Reference Audio System 

In 2005, DTS Europe directors Anders Uggelberg and 
Gerben Van Duyl were given responsibility for creating a 
new reference theater for the company’s London 
headquarters. They carefully evaluated the spectrum of 
potential speakers, but nothing available reproduced 
DTS’ high definition cinema, music and gaming content 
to Uggelberg and Van Duyl’s demanding standards.  



DTS Europe Needs a Reference Audio System 

So, how did Anders and Gerben resolve this challenge? 
They designed their own system – fully capable of 
reproducing the most demanding 24 bit 96 KHz source 
material with no dynamic range or SPL limitations, and 
delivering the sound quality of the finest home 
audiophile systems.   



First Procella Speakers in DTS Theater 

Screen channels 

Surround channels 



2006: Procella Audio is Launched 

The DTS Theater system was so well received that 
Anders and Gerben launched Procella Audio, making 
the speakers available to audio professionals, 
audiophiles and home theater enthusiasts. Original sketches of the first Procella speakers 

Anders Uggelberg Gerben Van Duyl 



Procella Chosen for BAFTA Headquarters in London 

One of the first Procella installations is at the BAFTA 
headquarters in London. BAFTA (British Academy of 
Film and Television Arts) is the British equivalent of 
the Oscars, honoring excellence in film, television, 
animation, and video games. 



Procella Wins “Best Demo” at Hi-Fi News 2006 Show 

Gerben proudly displays Procella’s “Best 
Demonstration” Award from the Hi-Fi  
News 2006 audio/video show in London. 



Award-Winning Products 

January 2012: 
Anders with the 2012 Product of the 
Year Award from Norway’s Lyd & 
Bilde and Sweden’s Bild & Ljud 
Hemma magazines. Procella’s P6 and 
P15 system is the winner in the 
category of High-End Surround 
Speaker Systems 



Award-Winning Products 

October 2011: 
Norway’s Lyd & Bilde and  
Sweden’s Bild & Ljud Hemma 
magazines publish their 6-Star 
review of the award-winning P6/P15 
system. Here are a few quotes: 
 
“New Theater Reference”  
 
“Procella speakers are the best 
cinema speakers we have heard” 
 
“Awesome clarity and dynamics. 
Powerful and precise deep bass.” 
 



Award-Winning Products 

September 2011: 
Upon its release, the P610 Wins 
Custom Retailer magazine’s EXC!TE 
Award, received here by Gerben, 
Anders and Chuck. 
 
 
 
September 2010: 
P815 Wins CE Pro magazine’s CE Pro 
BEST Award, receiving the sole award 
in the Floorstanding/Shelf 
loudspeaker category. 



Award-Winning Products 
September 2010: 
Procella partner Chuck Back receives 
Custom Retailer magazine’s EXC!TE 
Award for the P815, named one of 
the most exciting products in the 
custom audio-video category. 
 
 
September 2010, CEDIA Expo 
Winning the Gold: 
The THX Certified Screening Room in 
New Jersey, with P815s, P18s, P8s 
and P10s, wins the Level V Gold 
Technical Design Award from CEDIA, 
in the $400,000 - $530,000 category. 
 



Award-Winning Products 

April 2011: 
The P815, P18 and P8 win 
the coveted 2011-2012 
Russian Product of the Year 
Award. Winners are 
selected by a jury 
consisting of editors of 
leading specialized 
publications and 
independent Russian audio 
and video experts. Procella 
is the only loudspeaker 
manufacturer to win an 
award! 



Award-Winning Products 

May 2011: 
The CEDIA UK Best Home Cinema 
Award £40,000 -£100,000 is given to 
a Procella-powered system with 
seven P6s and a P10 active 
subwoofer. 
 
 
May 2011: 
CEDIA Australia’s Best Home Theatre 
Award under AUD $75,000 is given 
to a system using Procella P6 screen 
channels and a Procella P10 active 
subwoofer. 



Why Procella is Better 

Å For music or movies, the only system with sufficient SPL and dynamic range 
capabilities to reproduce modern 96/24 recordings in any size room, with  
audiophile sound quality and high resolution from whisper-level to maximum SPL 

Å No dome tweeters:  

ï High-frequency compression drivers ensure uncompressed dynamics and 
high output levels – well above the inherent limitation of dome tweeters to 
a 105 dB maximum output 

ï Proprietary constant directivity waveguides ensure controlled dispersion at 
all frequencies  

Å Identical Voice™  crossover designs mean precisely tuned timbre matching 
among all channels, regardless of the mix of models 

Å Sealed box designs only for superior transient performance  

Å Scalability: systems configurable from the smallest home theaters to the highest-
resolution digital cinema screening rooms 

 



The Products 



P6 Main/Surround 
Reference quality audio and very wide 
dynamic range in a compact and elegant, 
slim-profile cabinet  (5.3” deep with 
mounting bracket) 
 
Can be used on-wall or in-wall 
 
Ideal for integration with flat-screen 
televisions and projection screens 
 
Designed for two-channel, front channel 
and surround channel use 
 
Identical Voice™ timbre-matched to P8 
and P815 



P6 Main/Surround 
Very high quality 1” high-frequency 
compression driver with proprietary 
constant directivity waveguide to produce 
uncompressed dynamics at high output 
levels with lifelike clarity for music and 
movies 
 
6.5” high-efficiency long-throw woofer 
driver with 1.5” voice coil 
 
Max output: 
110 dB continuous   
116 dB in baffle wall 
 
11.4” H x 18.5” W x 4.9” D 



P6V Main/Surround 
The award-winning P6 in a vertical 
configuration 
 
Performance and sound identical to P6 
 
Can be used on-wall or in-wall 
 
Ideal for integration with flat-screen 
televisions and projection screens 
 
Easily concealed in architectural columns 
when used as a surround speaker 
 
Identical Voice™ timbre-matched to P8, 
P610, P815 and P860 



P6V Main/Surround 
Very high quality 1” high-frequency 
compression driver with proprietary 
constant directivity waveguide to produce 
uncompressed dynamics at high output 
levels with lifelike clarity for music and 
movies 
 
6.5” high-efficiency long-throw woofer 
driver with 1.5” voice coil 
 
Max output: 
110 dB continuous   
116 dB in baffle wall 
 
18.5” H x 11.4” W x 4.9” D 



P8 Main/Surround Speaker 

Reference quality screen or surround 
channel speaker designed for wall and 
baffle mount installations 
 
THX Approved for integration into 
professional rooms, including THX 
Certified Screening Rooms and THX pm3 
Studios 
 
96K/24-bit resolution with extremely low 
distortion, very wide dynamic range and 
high resolution of both macrodynamics  
and microdynamics 
 
Identical Voice™ timbre-matched to P815, 
P610, P6 and P860 

 



P8 Main/Surround Speaker 

Sealed-box design with NEW upgraded 
high-performance 8” mid/bass driver with 
1.5” voice coil 
 
High-quality 1.5” compression driver with 
custom constant directivity waveguide 
provides controlled directivity with 
extremely low HF distortion, even at very 
high SPL 
 
Max output:  
116 dB continuous 
122 dB in baffle wall 
 
16.1” H x 18.5” W x 
7.9” (top)  /  5.9” D (bottom) - 7.5° tilt 



P610 Bi-Amplified Full-Range Speaker 
Reference-quality full-range speaker for 
mid to large size home cinemas and 
screening rooms 
 
Modular: Combines P6 for mids and highs 
with P10Si  
 
Full-range design extends low frequency 
response to 40 Hz 
 
Requires external active biamplification 
with DSP crossover 
 
Optimized for use with Procella DA-1400 
four-channel rack-mount DSP/Power 
Amplifier 
  



P610 Bi-Amplified Full-Range Speaker 
Identical Voice™ timbre-matched to  
P6, P8, P815 and P860 
 
Sealed-box design for superior transient 
performance 
 
Max output: 
116 dB continuous 
122 dB in baffle wall 
 
Very shallow depth: 5.9” (150mm) 
 
27.6” H x 21.3” W x 5.9” D 



P815 Bi-Amplified Full-Range with DSP 
Reference-quality full-range speaker for 
large home cinemas, studios, screening 
rooms and small cinemas 
 
THX Approved for integration into 
professional rooms, including THX 
Certified Screening Rooms and THX pm3 
Studios 
 
Modular: Combines P8 for mids and highs 
with LF815 for low frequencies to 40 Hz 
 
LF815 : very high power 15” driver with a 
3” voice coil plus 1400 Watts of on-board 
high efficiency “green” class-D power 
with 28-bit ASP Sigma DSP 



P815 Bi-Amplified Full-Range with DSP 
Low Frequencies:  
- 700W amplifier 
- 15” bass driver in sealed enclosure 
 

Midrange and High Frequencies:  
- 700W amplifier 
- 8” midrange in sealed enclosure 
- 1.5” high-quality compression driver on a 
custom constant directivity waveguide  
 

Amplifier is side-mounted to minimize 
installation depth behind screens 
 

Max output: 
122 dB continuous  
126 dB in baffle wall 
 

41.3” H x 25.6” W x 14.2” D 



P860 Bi-Amplified High-Output Full-Range  
Extremely high output main speaker for 
the largest home theaters up to and 
including mid-size cinemas 
 
Stands a massive six feet tall 
 
Recommended for rooms 12-24 meters  
in length (40 – 80 feet) 
 
Designed for active biamplification with 
Procella DA-1400 rack-mount DSP/power 
amplifier  
 
Full-range operation extends to 40Hz 
 



P860 Bi-Amplified High-Output Full-Range  
Low Frequencies:  
V6™ Power: 6 x 10” woofers with 65mm 
voice coils in push-pull configuration 
in sealed enclosure 
 

Midrange and High Frequencies:  
Dual 8” midranges in sealed enclosure 
- 1.5” high-quality compression driver on a 
custom constant directivity waveguide  
 
 

Max output: 
128 dB continuous  
132 dB in baffle wall 
 

69.5” H x 20.9” W x 14.2” D 



P10: Dual 10” 350+350W Subwoofer with DSP 
Upgraded in Fall 2011 with new look and 
new Italian-made pro driver 
 
Astonishing performance in compact and 
shallow enclosure: “punches way above 
its weight class,” with P15/P18 
performance in smaller rooms or when 
used in multiples to smooth room modes 
 
Dual long-throw 10” subwoofer drivers 
with 2.5” voice coils in sealed-box 
enclosure for quick transient response 
 
350+350W of high-efficiency “green” 
class-D amplification with 28 bit DSP 
 



P10: Dual 10” 350+350W Subwoofer with DSP 
Four user selectable programs for 
installation room boundary conditions: 
- Free standing 
- Against wall 
- In corner  
- In baffle wall 
 
Maximum output @ 50 Hz: 119 dB 
 
In-room -3 dB point: 26 Hz 
 

18.5” H x 26.8” W x 7.1” D 
57.5 lbs. 



P15: Dual 15” 350+350W Subwoofer with DSP 
Upgraded in Fall 2011 with new Italian-
made pro audio driver 
 
Amazing punch and low distortion thanks 
to its Italian high power 15” driver 
 
Dual long-throw 15” subwoofer drivers 
with 3” voice coils in sealed-box enclosure 
for quick transient response 
 
Shallow, heavily braced sealed enclosure 
produces ultra-quick transient response 
 
350+350W of high-efficiency “green” 
class-D amplification with 28 bit DSP 



P15: Dual 15” 350+350W Subwoofer with DSP 
Four user selectable programs for 
installation room boundary conditions: 
- Free standing 
- Against wall 
- In corner  
- In baffle wall 
 

Maximum output @50 Hz: 125 dB 
 
In-room -3 dB point: 22 Hz 
 

22.4” H x 36.6” W x  8.7” D  
88 lbs. 



P18: Dual 18” 700+700W Subwoofer with DSP 
The ultimate subwoofer: dual 18” drivers 
with 4” voice coils  
 
700+700W of high-efficiency “green” 
class-D amplification with 28 bit DSP 
 
THX Approved for integration into 
professional rooms, including THX 
Certified Screening Rooms and THX pm3 
Studios 
 
Critically reinforced sealed box design for 
very quick and fast transients and bass 
extension below audibility 
 



P18: Dual 18” 700+700W Subwoofer with DSP 
Shallow cabinet design just over one foot 
deep 
 
Four user selectable programs for 
installation room boundary conditions: 
- Free standing 
- Against wall 
- In corner  
- In baffle wall 
 

Maximum output @50 Hz: 133 dB 
 
In-room -3 dB point: 18 Hz 
 
25.6” H x 41.3” W x 14.2” D 
220.5 lbs. 



P10Si: 10” Room Balancing Subwoofer 
Designed for use in multiple room 
locations to smooth low frequency room 
modes and produce more consistent seat-
to-seat bass response 
 
Can be used in combination with P18,   
P15 or P10 main subwoofers 
 
10” Italian-made pro audio driver 
 
Sealed-box design for superior transient 
performance 
 
Passive design optimized for use with 
Procella DA-1400 four-channel rack-
mount DSP/Power Amplifier 



P10Si: 10” Room Balancing Subwoofer 
Fits between standard wall studs 
U.S. – 14 3/8” with vertical orientation 
Europe – 540mm with horizontal 
orientation 
 
Maximum output @ 50 Hz: 113 dB 
 
In-room -3 dB point: 26 Hz 
 

Ultra-slim profile: 5.9” (150mm) deep 
 
14.37” H x 21.3” W x 5.9” D 
24 lbs. 



Procella’s Superior High-Frequency Performance 

Compared to conventional hi-fi system 
tweeters, Procella’s advanced Polyamide 
compression drivers have vastly better: 

Å Dispersion control 

Å Efficiency 

Å Power handling 

Å Maximum output 

Much lower dynamic compression and 
distortion produces superior 
microdynamics and macrodynamics 

Custom-designed waveguide achieves 
sound quality equal to or better than the 
best dome tweeters 



Anders Uggelberg’s Procella crossover 
designs are critically-voiced through 
Procella’s Identical Voices™ concept, 
carefully timbre-matching the P6 and P8 
 
With flat phase response and ultra-low 
group delay, provides optimized three-
dimensional room response for 
symmetrical coverage of high frequencies 
to all seats in small and large rooms alike 
(unlike conventional “hi-fi” speakers) 
 
Uses distortion-free air-core inductors 
and polypropylene capacitors for 
maximum sonic purity 
 

Procella Crossover with Identical Voice™ 



Sealed-Box Subwoofers 

Procella’s sealed-box cabinet designs 
deliver lightning-quick bass because of 
their superior transient response. 
 
Sealed-box designs also provide the most 
extended deep bass, down to subsonic 
frequencies. 
 
Vented subwoofers, using ports or passive 
radiators, have very poor transient 
response, as well as very rapid roll-off that 
cannot produce true deep bass. 



Typical Transient Response 
 

 Sealed Box   Vented Box 

Sealed-Box Subwoofers 



Application: Small Rooms  

Recommended for home theaters 
and small post/mix rooms 
approximately 10 to 20 feet deep.  
 
Screen Channels: P6 
Surround Channels: P6 
Subwoofer: P10 



Recommended for larger home theaters, 
small to mid-size post/mix rooms and 
small screening rooms approximately 15 
to 30 feet deep. Contact us for specific 
design recommendations. 
Screen Channels: P610 (full range)  
Or P8 (80 Hz crossover) 
Surround Channels: P8 or P6 
Subwoofers: P10 (multiple), P15 or P18 

Application: Larger Rooms 



Application: Largest Rooms 

Recommended for the largest home 
theaters, very high SPL mix rooms and 
small screening rooms approximately 25 
to 80 feet deep. Contact us for specific 
design recommendations. 
 
 Screen Channels: P815 or P860 
 Surround Channels: P8 
 Subwoofers: P18, P10Si 



Featured Procella Installations 



THX Certified Home Theater in New Jersey 

3  P815 screen channels 6  P8 surrounds 

2  P18 subwoofers  3  P10 subwoofers 



Sound Designer David Crozier’s System 

Å 3 P815 screen channels 

Å 4 P8 surrounds 

Å 1 P18 subwoofer 

Sound Mixer for Harry Potter and Mission Impossible 



33 Seat Private Residence Cinema in  
Pan Peninsula High-Rise (London) 

Å 3 P8 screen channels 

Å 4 P8 surrounds 

Å 1 P18 subwoofer 



33 Seat Private Residence Cinema in  
Pan Peninsula High-Rise (London) 

Å 3 P8 screen channels 

Å 4 P8 surrounds 

Å 1 P18 subwoofer 



25 Seat Screening Room in Shenzhen, China 

Å 3 P815 screen channels 

Å 10 P8 surrounds 

Å 2 P18 subwoofers 



25 Seat Screening Room in Shenzhen, China 

Å 3 P815 screen channels 

Å 10 P8 surrounds 

Å 2 P18 subwoofers 



Many More Rooms to Come . . . 



Thanks From Procella Audio! 

www.procella-audio.com 

H O M E  •  C I N E M A  •  S T U D I O  

WORLD-CLASS HIGH PERFORMANCE LOUDSPEAKERS 
L O S  A N G E L E S  •  S T O C K H O L M  •  S Y D N E Y  

 


